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Wood Stove Heater Owner's Manual
Installation and Operating Instructions

Made in the USA by:

THELIN

HEARTH PRODUCTS

NATIONAL We suggest that our woodburning hearth
r,:';ﬂ’}-ﬁ%g products be installed and serviced by
NF1 professionals who are certified in the U.S.
by the National Fireplace Institute® (NFI) as
NFI Woodburning Specialists or who are

‘ certified in Canada by é

Wood Energy Technical Wood Energy
SRR ED  Training (WETT). TeeknienTrenin?

Please read this entire manual before installatio

Save these instructions.

SAFETY NOTICE

HEATER MUST BE PROPERLYNSTALLED AND MAINTAINED OR A HOUSE FIRE MAY
RESULT.

FOR YOUR SAFETY, FOLLOW THE INSTALLATION INSTRUCTIONS.

CONTACT LOCAL BUILDING OFFICIALS ABOUT RESTRICTIONS AND INSTALLATION
INSPECTION.

FAILURE TO COMPLY WITH OWNER'S MANUAL INSTRUCTIONS WILL VOID
WARRANTY.

> D> >

PLEASE LEAVE THIS MANUAL WITH THE OWNER!!
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INSTALLATION AND OPE RATING
INSTRUCTIONS

This manual contains installation and operating
instructions for your new -BO00 wood stove.
Correct and proper installation is mandatory.
Failure to comply with the instructions will void
your warranty and could lead to a house fire, bodily
injury, and even death. Please note the following
safety guidelines:

Important Safety Guidelines

1. Fire Protection. If this room heates inot
properly installed, a house fire may result. To
reduce risk of fire, follow the safety
instructions. Contact local building or fire
officials about restrictions and installation
inspection requirements in your area. A permit
is required to protect yo insurance coverage.

2. Never use gasoline, kerosene, lantern fuel,
charcoal lighter, or similar liquids to start or
Afreshen upo a fire in
liquids awayfrom this heater.

3. During operation do not overfire! Ovetifig
occurs if any part of the heater starts to glow.
OVERFIRING VOIDS YOUR WARRANTY.
Close the air control completely until the
glowing has stopped.

4. Always use a metal container to dispose of
ashes. Always allow stove to cool down before
disposing of ashe

5. Store wood fuel in a dry location. DO NOT burn
wet or green wood in this heater.

6. This heater is approved for cord wood and
densified wood fire logs. Do not burn treated
wood, fireplace logs with wax or petroleum
additives, driftwood with salt, garbage,
charcoal, etc. Burning materials other than wood
under adverse conditions may generate carbon

monoxide in the home and could lead to illness
or possible death.

7. Existing chimney systems must be checked
thoroughly before installation. Seek professional
help if installing into an existing metal or
masonry chimney.

8. Do not permit creosote or soot to build up in
your chimney or inside the firebox. Excessive
creosote buildup indicates wet or green wood is
being used.

9. Do not connect this appliance schimney flue
dready serving another appliancd®o not
connect to any air distribution duct or system.

10.Note minimum clearance to combustibles.
These clearances are shown Rigure 4 and
must be complied with.

11.Build fire on firebrick floor of apliance. Do not
use grates, irons, or other methods to support the

tf'ﬁel's heater. Keep all S

12.RISK OF FIRE! Do not operate stove with door
open.

13.HOT WHILE IN OPERATION! Keep children,
pets, clothing, draperies, and furniture away
from heater. Contact can cause skin burns.

14.Do not operate without fully assembling all
components. This will void your warranty and
could present a serious safety hazard.

15.When in doubt about safety or operation refer to
National Fire Protection Code NFPA 211 (US)
or CAN/CSAB365 (Canada).
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CONSUMER INFORMATION

Model Name: T-4000 Wood Stove

Serial Number:

Date Purchased:

Dealership Purchased At:

Dealer Phone Number:

Installation By:

Additional Information:

Complete your warranty card and attach sales receipt here for futurecefere
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FIGURE 1. LABORATORY LISTING LABEL























































